SEE NOTE 1-

FINISH GRADEj

CONCRETE RH\/G—{>

NOT REQUIRED
WHEN ADJUSTED
IN PAVEMENT AREAS

SEE NOTE 2

TYPE 'C

SEE NOTE 3.

——THE WORD "WATER ON COVER (TYP.)—

(MAX.) 1/4”

8” C.I. FRAME & COVER AS PER
STD. DETAIL 270

NOTES

1. VALVE BOX SHALL BE ADJUSTED TO THE

FINISHED GRADE PRIOR TO PLACING OF
THE ASPHALTIC CONCRETE SURFACE.

CLASS "A” CONC.
AS PER SECT. 725

8” THICK CONC. RING
W/30” OUTSIDE DIA.

| ——

TYPE A

L6” THICK & 40" IN DIA.

8” CONC. PIPE; PIPE
LENGTH CUT IN FIELD

TO SUIT. (TYP.)

[
L——J—S” CONC. PIPE; PIPE

LENGTH CUT IN FIELD
TO SUIT. (TYP.)

(TO BE USED IN AREAS SUBJECT TO
VEHICULAR TRAFFIC.)

COVER

21/2

CLASS "B” CONC. AS

I PER SECT. 725

DENSITY.

5 (MAX.) LENGTH
(SEE SHEET 2)

2. USE PARKSON TYLER, APCO, OR EQUAL
DEEP SKIRTED LID (4" OR MORE) TYPE,
SLIDING ADJUSTABLE CAST IRON VALVE
BOX. C.I. MIN. T.S. 30,000 P.S.I.
3. GROUND BELOW CONCRETE PAD OR 3
BRICKS TO BE COMPACTED 95% OF MAX.

N
W/

FOR DEPTHS OVER 5 EXTENSION STEM REQ'D.

8" (TYP.)

16" (TYP.)

=
_

TYPE B’

ALTERNATE BRICKS

(NOT SUBJECT OT VEHICULAR TRAFFIC.)

VIEW A—A

DETAIL NO.

G-3320-1
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THE WORD "WATER” ON COVER (TYP.)—
(MAXA)W/A#’

[~—CENTE

R LINE OF VALVE BOX TO BE

PLUMB OVER ¢ QOF OPERATING NUT

—8"C.l.
DETAIL 270

FRAME & COVER AS PER STD.
GROUND
POURED CONC. COLLAR

6"(MIN.) THICK & 40"SQUARE
OR ROUND, VALVE BOX

CLASS "A” CONOJ

AS PER SECT. 725

CONCRETE TO BE

ON UNDISTURBED

OR COMPACTED SOIL.

SEE DETAIL OF DISC & COLLAR RIGHT

SEE NOTE 1———

CENTERED.

COMPACTED BACKFILL IN

LAYERS SO AS NOT TO

DISTURB THE CLASS "150"
A.C.P.L RISER PIPE OR APPROVED
EQUAL.

«—Q SEE NOTE 2.

(THIS SHEET)

[E@
i\ Fan

(THIS SHEET)

— }LU‘J

ALTERNATE BR
SEE NOTE 3 SHT

CKS
1

NOTES
1. EXTENSION STEM: WITH SQUARE SOCKET ON BOTTOM TO FIT 2”"SQUARE VALVE NUT.

EXTENSION TO VALVE STEMS REQUIRED ON ALL VALVES INSTALLED WHERE OPERATION

NUT IS OVER 5 BELOW SURFACE. LENGTH TO FIT EACH INSTALLATION. OPERATING NUT

TO BE HELD ON TOP OF EXTENSION WITH STOP NUT.

2. IF TWO OR MORE JOINTS OF A.C.P. ARE USED TO MAKE RISER, USE STANDARD A.C. PIPE

RUBBER GASKET COUPLING TO JOIN PIPE. WHERE RISER LENGTH EXCEEDS 10" USE 12’

A.C. PIPE

3. STEM PAINTING: ALL STEEL TO HAVE PRIME COAT OF PAINT NO.1-D AND ONE HEAVY

APPLICATION (FINISH COAT) OF PAINT NO.9 AS PER SECT. 790.

(1—1(2) 1/2" DIA. HOLES OPPOSITE SIDES
(2—3/16"
(By=—1/4" ALL SIDES
1/16” MIN. CLEARANCE

@7:/; C.P. RISER WALL

16” STL. PLATE
ok

x 3" DIA. PLATE
/TOP VALVE BOX COVER

24”(MIN.)
367 (MAX.)

6"

SEE NOTE 3. ———

(THIS SHEET) L N5/8
r T%D
L]

MIN. ROD SIZE 1—1/4" DIA. STL. DESIGN. A—15

2” SQUARE OPER. NUT TO BE HELD DOWN
WITH NUT ON THREADED SHAFT AS STD.
VALVE STEM NUT ATTACHMENT.

THIS PART OF STEM SQUARE WITH 4 SIDES
TAPER

VARIES

DETAIL NO.
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